
Authorized skimmer

To facilitate the operations
The connexion frame-headstock by paral-
lelogramadapts the system of adjustment 
of the working width of all the bodies in 
only one operation (including the fi rst fur-
row). The adjustment of the alignment is 
operated hydraulically (standard) which 
centres the plough before reversal, with-
out changing the width of work of each 
body. It mechanism limits the operations 
thus and contribute to the longevity of 
the system, and by reducing maintenance 
costs.
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R47, RW47

To combine versatility and
productivity PLOUGHS

Fully mounted
Reversible

www.gregoire-besson.com

RW47
90-160 HP

Authorized skimmer

RW47

115 mm

120 x 120 mm

3 4 5 6 (RC 47)

90 / 100

73 / 78 cm

C, B, N, Y

11 à 20 ‘’/ 12 à 22’’

1220 1360 1550 1760

90 110 140 160

• Effi ciency
• Polyvalency
• Productivity

Adjustment of the working width at work:
a simple and robust mechanism
The system of adjustment of the width uninterrupted uses a double external linkage. 
This system reduces considerably the efforts on the mechanisms.  It is then possible to 
regulate the working width in all the positions.  To ensure effi ciency, the mechanisms 
are apparent to facilitate the assembly or the disassembling of an additional body.  
The points of pivots are ringed and lubricated what ensures a great reliability of the 
system.
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Original
wearing parts of 
Gregoire-Besson: 
guarantee outputs 
raised in all 
serenity

To optimize the wear of the point
The point “three holes” (4 positions) is a sys-
tem specifi c at Gregoire-Besson, who allows 
to use the part to the maximum. The part is 
also less drawing and less aggressive what is 
very useful in stony conditions.

Reinforced share
The ploughshares are reinforced what makes 
it possible if necessary to work without 
points.

Reversible landside
The landside has 4 positions for an optimum 
use of the part.

A hold of landside was developed to increase 
the lifespan of the landside. Bar self-sharpen

This part has the advantage of being adjust-
able (multiposition) and reversible.This sys-
tem makes it possible to adapt the parts of 
attacks independently of the wearing parts.
This part is guaranteed against break and the 
deformation.

Original wearing parts of Gregoire-
Besson are of higher quality with 
thermal treatments 180 kg.  More-
over, as of their design, these spare 
parts were thought for  an optimum 
use, offering to you  low cost on the 
wearing part.

To choose its skimmer according to the 
volume of residue to be hidden

Universal skimmer Mixed skimmer Maize skimmer

A broad range of mouldboards
to suit all the conditions

Mould boards are mainly characterized by their lengths and their forms. 
To adapt to all the conditions of use, Gregoire-Besson proposes a broad 
choice of mould boards, “short” or “long”, full or slattered, of helicoidal, 
cylindrical or mixed form (“American mould boards”).

Cylindrical mouldboard Helicoïdal mouldboard

Slattered mouldboard Plastic mouldboard




